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those States in which State law au-
thorizes the operation of STAA-dimen-
sioned vehicles on all public roads and 
highways, no submission or approval 
under this paragraph is required. If, in 
the future, such a State changes its au-
thorizing legislation and restricts the 
operation of STAA-dimensioned vehi-
cles, then compliance with these provi-
sions will be necessary. 

(2) The FHWA will review the access 
provisions as submitted by each State 
subject to the provisions in paragraph 
(j)(1) and approve those that are in 
compliance with the requirements of 
this section. The FHWA may, at a 
State’s request, approve State provi-
sions that differ from the requirements 
of this section if FHWA determines 
that they provide reasonable access for 
STAA-dimensioned vehicles and do not 
impose an unreasonable burden on 
motor freight carriers, shippers and re-
ceivers and service facility operators. 

(3) Any State that does not have 
FHWA approved access provisions in ef-
fect within 1 year after June 1, 1990 
shall follow the requirements and the 
criteria set forth in this section and 
section 658.5 and 658.19 for determining 
access for STAA-dimensioned vehicles 
to terminals and services. The FHWA 
may approve a State’s request for a 
time extension if it is received by 
FHWA at least 1 month before the end 
of the 1 year period. 

[53 FR 12149, Apr. 13, 1988, as amended at 55 
FR 22763, June 1, 1990; 59 FR 30420, June 13, 
1994] 

§ 658.21 Identification of National Net-
work. 

(a) To identify the National Network, 
a State may sign the routes or provide 
maps of lists of highways describing 
the National Network. 

(b) Exceptional local conditions on 
the National Network shall be signed. 
All signs shall conform to the Manual 
on Uniform Traffic Control Devices. 
Exceptional conditions shall include 
but not be limited to: 

(1) Operational restrictions designed 
to maximize the efficiency of the total 
traffic flow, such as time of day prohi-
bitions, or lane use controls. 

(2) Geometric and structural restric-
tions, such as vertical clearances, post-
ed weight limits on bridges, or restric-

tions caused by construction oper-
ations. 

(3) Detours from urban Interstate 
routes to bypass of circumferential 
routes for commercial motor vehicles 
not destined for the urban area to be 
bypassed. 

§ 658.23 LCV freeze; cargo-carrying 
unit freeze. 

(a)(1) Except as otherwise provided in 
this section and except for tow trucks 
with vehicles in tow, a State may allow 
the operation of LCV’s on the Inter-
state System only as listed in appendix 
C to this part. 

(2) Except as otherwise provided in 
this section, a State may not allow the 
operation on the NN of any CMV com-
bination with two or more cargo-car-
rying units (not including the truck 
tractor) whose cargo-carrying units ex-
ceed: 

(i) The maximum combination trail-
er, semitrailer, or other type of length 
limitation authorized by State law or 
regulation of that State on or before 
June 1, 1991; or 

(ii) The length of the cargo-carrying 
units of those CMV combinations, by 
specific configuration, in actual, lawful 
operation on a regular or periodic basis 
(including continuing seasonal oper-
ation) in that State on or before June 
1, 1991, as listed in appendix C to this 
part. 

(b) Notwithstanding paragraph (a)(2) 
of this section, the following CMV com-
binations with two or more cargo-car-
rying units may operate on the NN. 

(1) Truck tractor-semitrailer-trailer 
and truck tractor-semitrailer- 
semitrailer combinations with a max-
imum length of the individual cargo 
units of 28.5 feet or less. 

(2) Vehicles described in § 658.13(e) 
and (g). 

(3) Truck-trailer and truck- 
semitrailer combinations with an over-
all length of 65 feet or less. 

(4) Maxi-cubes. 
(5) Tow trucks with vehicles in tow. 
(c) For specific safety purposes and 

road construction, a State may make 
minor adjustments of a temporary and 
emergency nature to route designation 
and vehicle operating restrictions ap-
plicable to combinations subject to 23 
U.S.C. 127(d) and 49 U.S.C. 31112 and in 
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